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BMS & HVAC
THE CLEAN ROOM MONITOR

HAWKEYE

HAWKEYE PRO

HAWKEYE ETH

HAWKEYE

HAWKEYE RXF

HAWKEYE PRO ETH

HAWKEYE RTC

HAWKEYE RTC WITH ANALOG OUTPUT

T-SYNC

· Standard - RH+T+DP, 0.8” display

· Slave display unit - RH+T+DP remote

· Standard - RH+T+DP, 2 row display (0.8”)

· 128x64 monochrome LCD with 

backlight

· Real Time Clock - RH+T+DP+RTC, 

0.56” display 

· Flameproof with Real Time Clock 

RH+T+DP+RTC, 0.56” display

· Real Time Clock with 3 x analog output

RH+T+DP+RTC, 0.56” display

· Ethernet Port, RH+T+DP, 0.8” display · Ethernet Port

128x64 monochrome LCD with backlight

· RS485 & Ethernet Master

Slave Clock Systems
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INPUTS

OUTPUTS

No. of inputs 3 (RH, T, DP) 

         Input RH a) Integral, radix RH+T sensor   

b) 0-1 V DC    c) 0-10 V DC    d)  4~20 mA

e) RH signal from Radix RH+T 

    sensor (SHT20, SHT30, etc)

         Input T a) Integral, radix RH+T sensor 

b) 0-1 V DC    c) 0-10 V DC    d) 4~20 mA

e) RH signal from Radix RH+T 

    sensor (SHT20, SHT30, etc)

         Input DP a) 0-1 V DC    b) 0-10 V DC    c) 4~20 mA

d) Integral Radix DP sensor 

Transmitter supply (V ) 20 V nominal, 100 mA maxTX
Range          

%RH  0~100% RH  

                      Temperature -19.9 ~ 90.0 °C (user selectable)

                 DP -199 ~ 900Pa, -19.9 ~ 90.0mmWC 

(user selectable)

Accuracy 

        For Integral Sensors                

%RH ± 2% RH

                Temperature ± 0.3 °C

               DP ± 1.5% of reading  ± 5 Pa,

± 1.5% of reading  ± 0.5 mmWC

           For Remote Input                

%RH ± 1% RH

                Temperature ± 0.25% of span (min ±0.2 °C)

               DP ± 0.25% of span (min ±0.3 mmWC)

No. of visual alarms 6

Buzzer Audio

RTC ACCURACY

Stand-alone mode ±5 seconds per day

Slave with SCADA as Master   Same as Server RTC ±10 sec

All specifications at ambient of 25 °C, unless specified otherwiseSPECIFICATIONS

ENCLOSURE

OTHER

Construction

                                  Front Integral RH+T+DP in front sensing

Rear Integral RH+T+DP sensing at rear

Remote RH+T+DP from remote 2-wire 

transmitters/Sensors

Integral Integral RH+T transmitter, 

DP sensing : Any

MOC

 Faceplate SS304

Body MS, powder coated

Dimensions (in mm)                       200(W)x180(H)x30(D) mm

                       200(W)x180(H)x65(D) mm

Mounting 

                   Modular panel 50 mm or more

100 mm or more

 Brick wall Using accessories grouting box and 

SS304 interface plate 

(both to be ordered separately)

Cutout (in mm) 174(W) x 165(H)

Programming Through 3 tactile keys 

Supply voltage a)  85~265 V AC, 50/60 Hz   

b)  20~30 V DC  

Power consumption  4 watts maximum

Operating ambient 0~50 °C  

           temperature

Relative humidity Below 90%, non condensing

Analog 
OutputModel Digital InputInput

Buzzer
Output

Supply
Display
Digits Communication

HAWKEYE

HAWKEYE ETH

HAWKEYE RTC

HAWKEYE PRO

HAWKEYE 

HAWKEYE

HAWKEYE  RTC

HAWKEYE RXF

HAWKEYE PRO ETH 

T-SYNC

No3 x Integral, Remote

No3 x Remote, 
Integral RH+T 

No3 x Integral, Remote

Potential free AHU Input3 x Integral, Remote

No3 x slave

No2 x Integral, Remote

No3 x Integral, Remote

No3 x Remote, 
Integral RH+T 

Potential free AHU Input3 x Integral, Remote

No-

Yes

Yes

Yes

Yes

Yes

Yes

Yes

No

Yes

No

0

0

3

0

0

0

0

0

0

0

85~265 V AC, 50/60 Hz / 
20~35 V DC

85~265 V AC, 50/60 Hz / 
20~35 V DC

85~265 V AC, 50/60 Hz / 
20~35 V DC

85~265 V AC, 50/60 Hz / 
20~35 V DC

85~265 V AC, 50/60 Hz / 
20~35 V DC

85~265 V AC, 50/60 Hz / 
20~35 V DC

85~265 V AC, 50/60 Hz / 
20~35 V DC

85~265 V AC, 50/60 Hz 

85~265 V AC, 50/60 Hz / 
20~35 V DC

85~265 V AC, 50/60 Hz / 
20~35 V DC

3+3+3 (0.8”)

3+3+3 (0.8”)

3+3+3+4 (0.56”)

LCD with 
backlight

3+3+3 (0.8”)

3+3 (0.8”)

3+3+3+4 (0.56”)

3+3+3+4 (0.56”)

LCD with 
backlight

4+2+6 
(0.8”+0.56”+0.39”)

RS485 / 
MODBUS RTU 

MODBUS / TCP 
& Telnet

RS485 / 
MODBUS RTU 

RS485 / 
MODBUS RTU 

RS485 / 
MODBUS RTU 

RS485 / 
MODBUS RTU 

RS485 / 
MODBUS RTU 

RS485 / 
MODBUS RTU 

MODBUS / TCP 
& Telnet

RS485 / 
MODBUS RTU 
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· 2-wire, 2 x 4~20 mA outputs 
· 4.5~32 V DC loop supply

· Accuracy : ± 2% RH, ± 0.3 °C 

· Software calibration - no trimpots

· Certified flameproof

· Surface / Duct mount

SC806

RH+T TRANSMITTERS

· 2-wire, 2 x 4~20 mA outputs 
· Pt100 or Pt1000 RTD temperature sensor

· 13.5~32 V DC loop supply

· Accuracy : ± 2% RH, ± 0.5 °C 

· Software calibration - no trimpots

· Dual 7-segment LCD display

· PC programmable

· Surface / Duct mount

RHT852

· 2-wire, 2 x 4~20 mA outputs 
· 4.5~32 V DC loop supply

· Accuracy : ± 2% RH, ± 0.5 °C 

· Software calibration - no trimpots

· Dual 7-segment LCD display (SC805)

· PC programmable

· Surface / Duct mount

SC805 SC807

· 4 x 2-wire outputs, RH and / or T
·

·

·

·

·

·

·

Pt100 or Pt1000 RTD temperature sensor

13.5~32 V DC loop supply

Accuracy : ± 2% RH, ± 0.5 °C 

Software calibration - no trimpots

Dual 7-segment LCD display

PC programmable

Surface / Duct mount

RHT862

· 2-wire, 2 x 4~20 mA outputs 
· Dual 7-segment LED display

· 11.5~32 V DC loop supply

· Accuracy : ± 2% RH, ± 0.3 °C 

· Software calibration - no trimpots

· Flameproof, IP66

· Surface mount

SC804
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RH+T TRANSDUCERS

DP TRANSDUCERS

· 2 x 4~20 mA / 0~10 V outputs

· Unit : Pa, mmWC, mbar, inWG, inHg, PSI, mmHg

· High accuracy

· Software calibration - no trimpots

· Dual 7-segment LCD display (DPT513)

· 18~36 V DC or 20~32 V AC

· PC programmable

· Zero adjustment with pushbutton switch

· RS485 / MODBUS RTU

· Surface / Duct mount

DPT514

· 2 x 4~20 mA / 0~10 V outputs
· Accuracy : ± 2% RH, ± 0.5 °C

· Software calibration - no trimpots

· 18~36 V DC OR 20~32 V AC

· Dual 7-segment LCD display (RHT811)

· RS485 / MODBUS RTU

· PC programmable

· Surface / Duct mount

RHT811 RHT812

· 2 x 4~20 mA / 0~10 V outputs

· Pt100 or Pt1000 RTD temperature sensor

· Accuracy : ± 2% RH, ± 0.5 °C

· Software calibration - no trimpots

· 18~36 V DC OR 20~32 V AC

· Dual 7-segment LCD display (RHT832)

· RS485 / MODBUS RTU

· PC programmable

· Surface / Duct mount

RHT831 RHT832

· 2 x 4~20 mA / 0~10 V outputs

· Unit : Pa, mmWC, mbar, inWG, inHg, PSI, mmHg

· Software calibration - no trimpots

· Dual 7-segment LCD display (DPT511)

· Zero adjustment with pushbutton switch

· RS485 / MODBUS RTU

· 18~36 V DC or 20~32 V AC

· PC programmable

· Flameproof, IP66

· Surface mount

DPT511

· 2 x 4~20 mA / 0~10 V outputs
· Accuracy : ± 2% RH, ± 0.5 °C

· Software calibration - no trimpots

· 18~36 V DC OR 20~32 V AC

· Dual 7-segment LCD display to show RH & T

· RS485 / MODBUS RTU

· PC programmable

· Flameproof, IP66

· Surface mount

RHT813 RHT814
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DP TRANSMITTERS

DP, RH INDICATORS - BATTERY OPERATED

RH+T INDICATOR WITH RS485

· 1 year+ battery life

· High accuracy

· Software calibration - no trimpots

· Dual 7-segment LCD display for RH & T

· Programmable sampling interval, unit, bias, etc

· RTC display

· For modular panel (DPG201)

        FLP (RHT802), Standard (RHT803)

DPG201 RHT802 RHT803

· RS485 / MODBUS RTU
· Input : RH and T signals from smart sensor

· Accuracy : ± 2% RH, ± 0.5 °C

· Software calibration - no trimpots

· Dual 7-segment LCD display for RH & T

· PC programmable

· 20~32 V DC loop supply

· Surface / Duct mount

SC808

· 2-wire, 4~20 mA output
· Units : Pa, mmWC, mbar, inWG, inHg, PSI, mmHg

· High accuracy

· Software calibration - no trimpots

· 12~32 V DC loop supply

· PC programmable

· Zero adjustment with pushbutton switch

· Surface / Duct mount

SC504 SCC503

· 2-wire, 4~20 mA output
· Units : Pa, mmWC, mbar, inWG, inHg, PSI, mmHg

· High accuracy

· Software calibration - no trimpots

· 12~32 V DC loop supply

· PC programmable

· Zero adjustment with pushbutton switch

· Flameproof, IP66

· Surface mount

DPT502

·  2 x 2-wire, 4~20 mA output
· Units : Pa, mmWC, mbar, inWG, inHg, PSI, mmHg

· High accuracy

· Software calibration - no trimpots

· 12~32 V DC loop supply

· PC programmable

· Zero adjustment with pushbutton switch

· Surface / Duct mount

DPT552



Pressure
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Radix is pleased to announce its promotion to “INTERNATIONAL DISTRIBUTOR” for all Dwyer 

products for the whole of India. We can now offer the best prices and support through our All-India 

Sales Network. Along with our complimentary range of manufactured products and BMS/HVAC 

Automation Systems, we offer unmatched ease of doing business as a one-source vendor.

Air Velocity

Process Control

Air Quality

Flow

Humidity

Test Equipment

Level

Temperature

Dataloggers & Recorders
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BMS & HVAC
TEMPERATURE SENSORS

RH+T CONTROLLERS

  

  

  

  

  

  

■ Input : from smart RH+T sensor  

■

■

■

■

■

■

2 or 4 setpoints for RH and T

Accuracy : ± 2% RH, ± 0.5 °C

2 x isolated 0/4~20 mA or 

0~10 V DC retransmission 

outputs for %RH and T

RS485 / MODBUS RTU

User programmable

85~265 V AC SMPS or 

20~35 V DC supply

HX96A

  

  

  

  

  

  

  

■

■

■

■

■

■

■

■

  %RH using wet & dry bulb 

temperature RTD sensors

Two inputs for T  & TDRY WET

Input type : 4~20 mA/RTD

0 / 2 setpoints for %RH / TDRY

2 x isolated 0/4~20 mA or 0~10 V DC 

retransmission outputs for %RH and T

RS485 / MODBUS RTU

24 V DC transmitter supply

85~265 V AC or 20~35 V DC supply

RHC301

Averaging Temperature Sensors  Weather Resistant Surface 
Temperature Sensors 

 Outdoor Temperature Sensors 

 Resistance 
Temperature Detector 

 Surface Mount 
Temperature Sensors 

 Outside Air Temperature Sensors 

Duct & Immersion Building Automation
Temperature Sensors

 Immersion Temperature Probes 

Stainless Steel Wall Plate 
Temperature Sensor



RTD, THERMOCOUPLE, %RH

FEATURES

Transmitter (Surface and Head Designs)
-  RTD : Pt100
-  Thermocouple :  J, K, T, E, R, S, B, N 
-  % RH

Range : Up to 120 m outdoor line of sight                                    
      Up to 40 m indoor / urban

Router to extend range

Receiver with USB port

Free utility software ZGU201
Full-featured SCADA option
Battery life : Minimum 1 year

Transmit interval : 2 to 3600 seconds 

›

›

›

›

›

›

›

›

›

›

ZigBee technology

ZigBee to RS485 converter 

ZGU201 utility for datalogging 

ZGE202 REPEATER-enhances the 
received signal by increasing its 
strength and re-sends it.

ZGE201
RTD input transmitter 

ZGE203
Humidity transmitter

Headmount enclosure 
type  transmitter for RTD 
and Thermocouple

ZGB201 USB 
powered receiver 
which receive date 
from transmitter

ZGE202 
thermocouple 
transmitter

www.radix.co.in

P9

BMS & HVAC
WIRELESS TRANSMITTER-RECEIVER SYSTEMS
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BMS & HVAC
WIRELESS TRANSMITTER-RECEIVER SYSTEMS

   

   

   

   

   

■

■

■

■

■

■

   Low power design

Pt100 Input

Operates in the free radio band 2.4GHz

Transmits process temperature, 

      ambient temperature, signal strength   

      & battery status

User programmable transmit interval

IP65 (NEMA-4X) weather resistant 

      enclosure

ZGE201

Wireless RTD Transmitter

  

  

  

  

  

■

■

■

■

■

■

  Low power design

Change to User configurable for Digital     
     input  or Thermocouple input type J, K, T, 
     E, R, S, B, N

Operates in the free radio band 2.4GHz 

Transmits process temperature, ambient  
     temperature, signal strength & battery 
     status

User programmable transmit interval

IP65 (NEMA-4X) weather resistant 
enclosure

ZGE202

Wireless Thermocouple Transmitter

  

  

  

  

  

■

■

■

■

■

■

  Low power design

Intergral RH+T sensor

Operates in the free radio band 2.4GHz 

Transmits relative humidity, temperature, 
signal strength & battery status

User programmable transmit interval

IP65 (NEMA-4X) weather resistant 
enclosure

ZGE203

RH+T Transmitter

■  Amplifies weak signal & retransmit to 
destination

ZGB202

Router

  

  

  

■

■

■

■

  Receive Signal from ZGE201, ZGE202, 
ZGE203 transmitter & ZGB202 
Repeater

USB powered

Upto 48  channel reception through 
USB connection

ZGU201 windows based software 
included for display & logging

  

  

  

■

■

■

■

  With RS485/MODBUS RTU 

Receive signal from ZGE201, ZGE202, 
ZGE203, ZGE204 transmitter & ZGB202 
Repeater

Up to 8 - Channel reception per receiver

Adjustable baudrate

ZGB201

ZGB203

Receiver

Receiver with RS485/MODBUS RTU
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BMS & HVAC
BMS, HVAC AUTOMATION

Radix provides integrated end-to-end solutions for Pharma & Commercial BMS and HVAC systems.

Radix manufacturers sensors, transmitters, control panels, wireless systems, level products, etc. Along with Dwyer 

products, complete Automation Systems for BMS and HVAC are available. These include AHU control, Online+Offline 

Datalogging, Reactor Automation and more. With Automation Engineers stationed in our regional offices, Radix is 

equipped to handle large projects anywhere in India.
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BMS & HVAC
BMS, HVAC AUTOMATION



›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

   User management module: Create / delete / assign the 
rights for different users

   Standard screens for individual / multiple instrument 
display (Real-time data)

   Flexible trend facility: Real-time and historical and group-
wise.

   Set point writes module with security features
   Alarm module: Real-time and historical alarm with data 

logging
   No limitations of tags
   Unlimited data storage. (Month wise per minute data)
   21CFR PART11 compatible
   Audit trails
   Reports in Excel as well as PDF format. (Both non editable)
   Group Builder Module: To create group as per end user 

requirement
The same will be reflected in group history trends and 
group report option

   Specially design analytical reporting option with our 
experience developer

   Flexible to customize as per end user requirement
   rSCADA Standard version is ready to use solution just by 

installing the setups.
   Ready to configure and use SMS Module
   Client Server Architecture 

HIGHLIGHTS

ADD ON FEATURES

›

›

›

›

›

›

›

›

›

›

   
   
   

   
   
   

   
   
   

   

Multiple Remote Viewers with same functionality as Server
Mimics
HMI as  Redundant Data Logger for Zero Data Loss 
(RDL/ZDL) 
SMS Module
Expandable to any number of instruments / tags
Connectivity to Third Party Devices though Microsoft 
ODBC Connectivity
Connectivity to SAP or Any Third Part ERP
Customized Reports
Report Availability over Browser – rSCADA does not have 
to be installed for this
Customization as per client requirements 

www.radix.co.in
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BMS & HVAC
SCADA



TRENDS

GROUP BUILDER

ALARMS

AUDIT TRAIL

www.radix.co.in
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BMS & HVAC
SCADA
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BMS & HVAC
CONTROL PANELS

VFD CONTROL PANEL STARTER PANELŸ Ÿ
HEATER CONTROL PANEL ALARMING PANELŸ Ÿ
HYDRAULIC POWER PACK CONTROL SCANNER CONTROL PANELŸ Ÿ
PANEL FLP INSTRUMENT CONTROL PANELŸ
TEST BENCHŸ FRP INSTRUMENT PANELŸ
SIGNAL ISOLATOR PANELŸ ANNUNCIATOR PANELŸ
PLC CONTROL & MONITORING PANELŸ PRESSURE GAUGE PANELŸ

RADIX MANUFACTURES ALL TYPES 
OF CONTROL PANELS IN-HOUSE



www.radix.co.in

ENQUIRIES

Instruments sales@radix.co.in
 sensors@radix.co.in
 gauges@radix.co.in
 automation@radix.co.in

Sensors
Gauges
Automation

 level@radix.co.inLevel

RTDs & THERMOCOUPLES

LEVEL PRODUCTS

INSTRUMENTS

PRESSURE GAUGES, DIAL THERMOMETERS

BMS & HVAC

RADIX ELECTROSYSTEMS PVT LTD
EL-135/136/137, Electronics Zone
TTC Indl. Area, MIDC, Mahape
Navi Mumbai - 400 710, India

+ 91 22 42537707 · sales@radix.co.in

CAT#535
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